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(54) Title: CARDIOPLEGIA OCCLUDER 

(57) Abstract 

A cardioplegia occludent (1), and 
methods of using the device during cardiac 
surgery are disclosed. The cardioplegia 
occludent (1) typically includes a 
substantially rigid cannula (10) with an 
occludent (20) mounted on the distal 
region (2) of the cannula (10) that expands 
upon activation to occlude the aorta (41) 
downstream of an infusion port (5) which 
delivers cardioplegia solution to arrest the 
heart Systems including cutting blades 
(30), blade guards (33), flanges (100), 
radiopaque markers (220), and occludent 
aligner (401, 408) are also disclosed. In use 
the distal end (16) of the cannula (10) is 
inserted through an incision into the aorta 
(41), the occludent (20) is expanded, and 
cardioplegia solution is infused upstream 
of the aorta (41) to arrest the heart. The 
infusion port (5) can alternately be used to 
aspirate cardioplegia or embolic debris or 
other unwanted material from the aorta (41). 
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DESCRIPTION 
Cardioplegia Occluder 

Field Of The Invention 

This invention relates to methods and apparatus for administering cardioplegia to 
5 the aorta during cardiac surgery. The devices include a cardioplegia occluder that can 
include various features such as a cutting blade, a blade guard, a flange, radiopaque 
markers and an occluder aligner to properly position the distal end of the device within the 
aorta. Once the cardioplegia occluder is in its proper position, the occluder is expanded to 
occlude the aorta downstream of the infusion port and cardioplegia solution is then 
10 introduced through the infusion port to arrest the heart The infusion port can alternately 
be used to aspirate cardioplegia or embolic debris or other unwanted material from the 
aorta. 

Background 

Currently, the most common method of temporarily occluding the ascending aorta 

15 and arresting the heart during open heart surgery utilizes a mechanical cross clamp and a 
cardioplegia cannula. Once the chest cavity has been opened, access to the heart and to 
the adjacent vessels is provided. The ascending aorta is partially dissected from the 
surrounding tissue and exposed. Arterial and venous cannulas are inserted and sutured 
into place. The cannulas are connected to the cardiopulmonary bypass machine, and 

20 bypass blood oxygenation is established. 

At this point, the heart must be arrested and isolated from the rest of the circulatory 
system. A mechanical cross clamp is positioned between the cardioplegia cannula and the 
aortic cannula and is actuated. The aorta is completely collapsed at the clamp site, thus 
stopping flow of blood between the coronary arteries and the innominate artery, and the 

25 oxygenated bypass blood is shunted around the heart. Once the vessel occlusion has been 
completed, cardioplegia solution is introduced through the cardioplegia cannula to arrest 
the heart The surgeon may now proceed with the desired operation. 

Other less common means of occluding the aorta include percutaneous balloon 
catheter occlusion, direct aortic balloon catheter (Foley) occlusion, aortic balloon catheter 

30 occlusion, and an inflating diaphragm occluder (Hill - occlusion trocar). The 
percutaneous balloon catheter is inserted typically from the femoral artery feed through 
the descending aorta, across the aortic arch into position in the ascending aorta. Once in 
the ascending aorta, the balloon occluder is inflated and flow stopped. 
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As a simple replace for the mechanical cross damp, a Foley caflteter may be 
placed mrough an additional incision site near the standard cross clamp **. Once 
Letted, IheTo.ey earned balloon is inflaad and flowisstopped. Sunnarly * »m 
nl^cameterispUceddtacuymtomeaorta. Tbis cameter replaces the srandari »uc 
cannula by delivering the CPB blood back to the arterial circulator, systom. Tne occltrte 
Moon is .ocared on ore cathetor proximal to CPB Wood exit port on one caonu^The 
occlusion trocar is deshed to offer state feature as me aortic balloon occluder cannula 
and womd be used in place of the standard aortic cann.ua. However, .. rehes on an 
inflatable diaphragm to occlude the vessel. 

The use of a balloon to occlude an artery has been disclosed by Gabbay, U.S^ 
Paton. No. 5,330,451 (this and all other references cited herein ate expr«sly intoned 
by reference as if My se, form in Iheir entirety herein). Tne Gabbay detneo mduded a 
pLfcsion cannula having a proximal balloon occluder and a dislal mtm-aorttc baHoon to 
divert blood to the carotid arteries. TTte Gabbay perfusion cannula ,s dtsctosed for use 
15 during open heart surgery in order to prevent complications associated th«evntt>. 

Moreover, Pete*, U.S. Paten, No. 5,433,700, discusses a memod for mducmg 
cariioplegic arrest using an arterial balloon catheter to occlude the ascending aorta. The 
Petors memod includes the steps of ntataaining syslemic circulation usmg penpheral 
cardiopulmonary bypass, venting the left side of me heart, and tatroducing a cardtoptegtc 
20 agent into the corona* circulation. This procedure is said to prepare the heart for a 
variety of surgical procedure Disclosures of similar endovascnlar occlusion cathete* 
can be found in Machold =. al., U.S. Patent No. 5,458,574, Stevens, In,— 1 
Applicatioo No. PCT/US93/12323, Stevens et al.. International Appltcauon No. 
PCT/US94/12986, Nasu, U.S. Paten. No. 5,425,708 and Grinfeld e, al., U.S. Patont No. 
25 5 312 344 

' ' Each of the existing methods of blocking aortic blood flow and arresting the heart 
carries with it some undesired aspects. The mechanical cross clamp offers simplicity and 
reliably consistent operation. However, the physical clamping action on the vessel has 
been iLked to many adverse body responses. Barbut et al. ("Cerebral 

30 During Bypass Surgery Are Associated With Clamp Removal - Stroke, 

(1994), incorporated herein by reference in its entirety) noted the majonty of embolic 
events (release) is associated with the actuation and release of the cross clamp during 
coronary bypass graph surgery. The clamping action may be responsible for breaking up 
and freeing atherosclerotic buildup on the vessel walls. In addition, the potential for 

35 vascular damage, like aortic dissections, may also incur during the clamp application. 



WO 99/30766 PCT/US98/26678 



The percutaneous balloon catheter occluder has a distinct drawback in that it must 
be placed with visionary assistance. Fluoroscopy is typically used to position the device in 
the aorta. This added equipment is not always readily available in the surgical suite. In 
addition, the catheter placement up to the aorta may also create additional vascular trauma 
5 and emboli generation. 

The use of a Foley catheter to occlude the aorta requires an additional incision site 
to place the device. The extra cut is an additional insult site and requires sutures to close. 
Generation of emboli and the potential of aortic dissection directly associated with just the 
incision may potentially outweigh the benefits of using the catheter. 

10 The aortic balloon occluder cannula addresses many of the deficiencies of the 

previous devices. Placement is easy to visualize, no extra cuts are required, and there is no 
need for the potentially traumatic cross clamp. However the currently-available aortic 
balloon occluders suffer from problems of migration within the ascending aorta because 
the cannulas on which the balloons are mounted are typically flexible tubes as disclosed 

15 by Grinfeld et al. and Nasu. Attempts to solve the migration problem include balloon 
designs with a large "footprint" in the distal region of the cannula. (See Nasu, supra.) 
This large footprint balloon is a less than adequate solution because it encroaches into the 
already limited area of the ascending aorta in which surgical access is available. Further, 
use of each of these aortic occluding balloons requires a cardioplegia cannula to be 

20 inserted through an additional incision site to arrest the heart A need exists for an 
aortic cannula having both a balloon occluder which can isolate the ascending aorta from 
peripheral vasculature without substantial migration of the occluder into the ascending 
aorta, thereby reducing or eliminating the need for aortic cross-clamping, and an 
associated cardioplegia infusion port which eliminates the need for a separate incision for 

25 a cardioplegia cannula. Existing devices are inadequate for this purpose. 

Summary Of The Invention 

The present invention relates to medical devices and their methods of use, and 
particularly cardioplegia occluders. The cardioplegia occluders comprise a cannula having 
an occluder to isolate the ascending aorta from peripheral vasculature during cardiac 
30 surgery and an infusion port for administering cardioplegia to arrest the heart. The 
infusion port can alternately be used to aspirate cardioplegia or embolic debris or other 
unwanted material from the aorta. The devices of the present invention may include 
various features such as a cutting blade, a blade guard, a flange, radiopaque markers and 
an occluder aligner to properly position the distal end of the device within the aorta. 
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ta one embodiment, to ■ 
^fc,*^. proxinml 1 to. «*iv« carfioplegia solution «. a -»» 
11 and Idh. i. . - M-k. in to M region of to cannula. An occi^r 
mounted on to diste, region of to cannnU, expands away iron, to cannula 
action . — y -elude toaorta ~ ^ 
use to occluder isolates to ascending aorta from to peripheral vase 
IslaU, rigid nature o, to caomda inhibit migmtion of to — 

taUoo. cannulas. In certain embodiment, to occluder is an inflatable baUoon to otor 
^mente, to ocduder is a foam-filled, sdf-^pandmg bajloon Certan, W» 
embodiment also include a lumen which can be 1 * inflate to balloon or atanate* 
canbeu^»»PP^»^vap^»neflatetob^ro.n.Otor«nb^^ 

an aspiration lumen which terminates at to infusion port so tot to m&sron port am 
alternately be used to deliver cardioplegia solution or aspirate embolic debns and otor 
^materia. 6- to aorta. Another embodiment further mcludea - 
aligner to help position to diaal end of to cannula whhin to aorta and to subline to 
of to Lnder during expansion. In anotor embodiment to device mc udesa 
cannula associated with a cutting blade which is adapted ,0 cm tough to wnB of to 
aorta to allow tafroduction of to cannula. The proximal end of to cannula > adapted to 
receive cardioplegia solution into a cardioplegia lumen and deliver it to an intaon port m 
the distel region of to cannula. An occluder mounted on to 

expands away to, to cannula upon activation .0 substernal, occlude the aorta 
downsneam from to infusion port. During use, to occluder isolates to ascending aorta 
from ibe peripheral vasculature. Certain embodiment also include a blade guard which 
moves when pressed against to aorta ,o allow to blade to cu. mrongh to wall of to 
aorta and ton repositions to prevent to blade from cutting. Otor embodunems further 
inemde an occlude, aligner, a lumen which can he used .0 inflate to or deflate to balloon 
or an aspiration lumen which terminates with to infusion port. 

the methods of to present invention include administering cardioplegia to to 
aorta during cardiac surged using a cardioplegia occluder as described above An 
incision is made in to aorta, and to distal end of to cannula is inserted mrongh to 
incision. The occluder is expaided ,o occlude to aorta and mereby isolate to ascending 
aorta from peripheral circulation without substenual migration of to occluder wuhm to 
ascending aorta. Cardioplegia solution is ton infused through to infusion port ,0 anest 
me heart In embodiment to, inclode a anting blade, to step of making to incision m 
to aorta is performed by to cuning blade. In embodiment to, include an aspirmon 
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lumen, the method further includes the step of aspirating cardioplegia and embolic debris 
from the aorta by applying negative pressure to the aspirationlumen. 

Brief Description Of Drawings 

Reference is now made to a brief description of the drawings, which are intended 
5 to illustrate a cardioplegia occluder for use herein. The drawings and detailed description 
which follow are intended to be merely illustrative and are not intended to limit the scope 
of the invention as set forth in the appended claims. 

FIG. 1 depicts an embodiment of a cardioplegia occluder with a cannula having 
three lumens. 

10 FIG. 2 depicts a lateral cross-section of the distal region of the embodiment of 

FIG. 1. 

FIG. 3 depicts another embodiment of a cardioplegia occluder with a cutting blade 
and a retractable blade guard. 

FIG. 4 depicts a lateral cross-section of the distal region of the embodiment of 

15 FIG. 3. 

FIG. 5 depicts an embodiment of a cannula with a side channel having a 
cardioplegia occluder. 

FIG. 6 shows the cardioplegia occluder inserted into the aorta via a minimally 
invasive chest port. 

20 FIG. 7 depicts a lateral cross-section of an embodiment having an L-shaped 

cannula with infusion ports proximal to the occluder. 

FIG. 7A depicts a lateral cross-section of an embodiment having an L-shaped 
cannula with an infusion port at the distal end of the cannula. 

FIG. 8 shows a lateral view of an embodiment with a separately insertable balloon 
25 cannula, a separately insertable filter cannula and a separately insertable cutting blade. 

FIG. 9 depicts a lateral cross-section of an embodiment with an angled retractable 
cutting blade. 

FIG. 10 depicts a lateral cross-section of an embodiment with a spring-mounted 
retractable cutting blade and a curved distal region of the cannula which can serve as a 
30 blade guard. 

FIG. 10A depicts a lateral cross-section of an embodiment where the end of the 
distal region is sharpened to form a cutting blade and the blade guard is a retractable 
obturator received through the cutting blade. 
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. FIG 11 shows a lateral cmss-secuon of an embodiment whh a balloon carutula 

expanded occluder have advanced heyond the dis*. end of «he flange sle*v. and tnto the 

VCSSel HO 13 shows intend cross^ecnon of an embodiment with an exposed cumng 
blade and a cannula with a collapsed occluder positioned inside the flange sleeve. 

HO ISA shows the embodiment of FIG. .3 where me cannula and me expands, 
occluder have advanced beyond me end of me flange sleeve and into me vessel, and me 
cutting blade is retracted inside rhe distal end of the cannula. 

FIG 14 depic* a lateaal ooss-secuon of an embodiment parhally tnserted mm a 
vessel where the embodiment includes a detachable intermedial flange eontammg a 
^ula with a collapsed occluder and an exposed «mmg ^ 

FIG 14A depicts the embodiment of FIG. 14 wnere me cannm r 
occluder have advanced beyond the end of the flange and into the vessel and me cnmng 

"f" ows a lateral erosion of an embodiment having flange mounted on 
to cannula and a steering wire coupled to me distal end of the cannula where me occluder 

is in a collapsed condition. 

FIG 15A shows me embndimen, of FIG. 15 where the steenng wne has been 
nranipulated >o curve the disml end of the cannula and me occluder is in an expanded 

m ° m 7a 16 depicts a lateral cros^secdon of an embodiment having flange and a 

, u a. «Vio Viinop iq in a closed condition and the occluder is m 

hinged distal cannula region where the hinge is in a cioseo conui 

a collapsed condition. . . 

FIG 16A depicts the embodiment of FIG. 16 where the hinge is m an open 
condition creating an infusion port, and the occluder is in an expanded condition. 

FIG 17 is a lateral cross-section of an embodiment having a flange with a 
directional indicator, a cannula with three lumens, a cutting blade and mdiopaque marker 
bands, where me cannma is inserted through an 18 French incision. 

PIG igisatopelevationoftheembodimentofFIG. 17 showing the alignment of 
the directional indicator of the flange with the distal region of the cannula. 

FIG 19 shows a lateral elevation of an embodiment with radiopaque marker bands 
and an occluder asymmetrically disposed about the distal end of the cannula. 
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FIG. 19A shows the embodiment of FIG. 19 where the bottom region of the 
asymmetrically disposed occluder is preferentially expanding when compared to the top 
region. 

FIG. 20 shows the front view of the embodiment of FIG. 19, showing the 
5 preferential expansion of the bottom region of the occluder as the occluder goes from a 
collapsed condition to an expanded condition. 

FIG. 21 shows an embodiment of an occluder that is an asymmetric polyurethane 
balloon. 

FIG. 22 is a lateral view of the embodiment of FIG. 21. 
10 FIG. 23 shows an embodiment of an asymmetric occluder that is a balloon with a 

thick region and a thin region where the asymmetric configuration of the balloon is shown 
in a collapsed condition, and when expanded, the balloon becomes symmetric. 

FIG. 24 shows an embodiment of an symmetric occluder that is a balloon with a 
higher shore region and a lower shore region where the symmetric configuration of the 
15 balloon is shown in a collapsed condition and, when expanded, the balloon becomes 
asymmetric. 

FIG. 25 depicts an embodiment where the occluder is a balloon with walls of 
varying thickness. 

FIG. 26 depicts an embodiment with a three-lumen cannula having a curved distal 
20 cannula region. 

FIG. 27 is a front view of the embodiment of FIG. 26. 

FIG. 28 is a lateral cross-section of the embodiment of FIG. 27 shown through 
section line 28—28. 

FIG. 29 is a front view of the distal region of the cannula of the embodiment of 
25 FIG. 26 showing the closed distal end. 

FIG. 30 is a top elevation of the embodiment of FIG. 29. 
FIG. 31 a lateral view of the embodiment of FIG. 29 with a partial cross-section. 
FIG. 32 is a bottom elevation of the embodiment of FIG. 29 showing the closed 
distal end. 

30 FIG. 33 is a back elevation of the embodiment of FIG. 29. 

FIG. 34 is a lateral cross-section of the embodiment of FIG. 29 shown through 
section line 34 — 34. 

FIG. 35 is an embodiment showing a self expanding occluder with a Nitinol frame, 
a balloon seal and an impermeable membrane. 
35 FIG. 36 shows an embodiment of a cannula poised to receive the occluder of FIG. 

35. 



WO 99/30766 



PCI7US98/26678 



FIG. 37 show, to occtato of FIG. 35 insert* through to side pon of to cannula 
° f HG F 3 IG. 38 show, an embodiment of an occluder where to balloon has excess balloon 
5 "^FIG 39sbo W sala^c TO ^onofa„embodime.,ofanoccIuderwhereto 
BaUoonTsrored inside to diaa end of to cannnla when to balloon * m *, collapsed 
condition and expands out to end of to cannula. 

HG 40Aows a taend cross^ecuon of an embodiment of an oceluder wh«o to 
bal,oon includes an elasnc Bne to, is used ro pull to collapse* balloon back mto to «d 

10 show, a lateral crt^ecuoo of an embodiment of an occluder whem to 

balloon is shown in a coUapsed, partially expanded and fully expanded "ndmor, 

FIG. 42 depicts a lafcral crt,ss^ecnon of an embodiment of an occluder whereto 
balloon is an elastic material covered by a protective layer. 

15 no 43 depict a .atend view of an embodiment of an occluder that ts a fimnel- 

shaped balloon expanding out to side of to distal end of to cannula. 

shaped b OTS ^ ctio „ of m OT bodimen, havmg an occluder 

aligner with a spring and an end sleeve shown with to oceluder in a coUapsed condmon. 
HG. UA depic* to embodimen, of FIG. 44 with to occluder m an expanded 

20 condition. t ui«^* 

FIG 45 shows the embodiment of FIG. 44 also havmg a cuttmg blade. 
FIG 46 shows a lateral cross-section an embodiment having a steering wire and a 

aexibletubeoc^ 

FIG. 46A shows the embodiment of FIG. 46 in an expanoea conui 

25 steering wire has been manipulated to elevate the cannula tip. 

FIG 46B is an enlarged view of the distal end of the embodiment of FIG. 46A 
FIG 47 depicts a cardioplegia occluder positioned inside the aorta upstream from a 
blood cannula having a side channel housing a separately insertable filter cannula, both 

upstream from a diverter. 
30 FIG 47A depicts a cardioplegia occluder having a separately insertable filter 

ca^ula positioned inside the aorta upstream from a blood cannula which is upstream from 

a diverter.^ ^ ^ cardiopleg ia occluder which is upstream from a filter cannula 

which is upstream from a blood cannula which is upstream from a diverter. 
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Detailed Description 

FIG. 1 depicts an embodiment of a cardioplegia occluder 1 for delivering 
cardioplegia to the aorta during cardiopulmonary bypass where the distal region 2 of the 
substantially rigid cannula 3 is curved to facilitate self-centering inside the aorta. The 
distal end of the cannula 14 is adapted to enter the aorta 

In this embodiment, a spherical occluder 20 is circumferentially disposed about the 
outer surface 15. of the distal region of the cannula forming a chamber 21 with an inner 
surface 22, an outer surface, a proximal end 24 and a distal end. In some embodiments, 
the occluder is an inflatable balloon. In other embodiments, the balloon is foam-filled, so 
that the occluder may be inserted in a contracted condition, for instance, within a sleeve or 
under negative pressure, and when released from the sleeve or the negative pressure, will 
automatically expand to the predetermined shape. Although FIG. 1 and FIG. 2 depict the 
occluder as spherical, in other embodiments, it is conical, elliptical or funnel shaped. In 
the embodiment of FIG. 1 and FIG. 2, the occluder is an inflatable balloon covering a 
portion of the curved distal region of the cannula. In certain embodiments, the occluder is 
circumferentially disposed about the distal region of the cannula so that the cannula runs 
through the longitudinal center axis of the occluder. In other embodiments, the occluder is 
circumferentially disposed about the distal region of the cannula so that the cannula runs 
through a region displaced laterally from the longitudinal center axis of the occluder. For 
a detailed discussion of the construction of a balloon occluder disposed on a cannula, the 
reader is referred to copending U.S. Applications Barbut et al., Serial No. 08/645,762, 
filed May 14, 1996, and Tsugita et al., Serial No. 08/854,806, filed May 12, 1997, both 
expressly incorporated herein by reference. 

The cannula is typically a rigid or semi-rigid, preferably transparent tube having a 
proximal end adapted to receive cardioplegia solution and a cardioplegia lumen which 
extends distally from the proximal end and terminates and communicates with an infusion 
port in the distal region for delivery of cardioplegia solution to the aorta. The occluder, 
which has a longitudinal center axis, is mounted on the distal region of the cannula. The 
occluder is expandable between a contracted condition and an expanded condition, 
wherein the occluder, when contracted, is closely associated with the outer surface of the 
cannula, while the occluder expands upon activation to substantially occlude the aorta 
downstream of the infusion port. During use, the occluder isolates the ascending aorta 
from the peripheral vasculature without substantial migration of the occluder into the 
ascending aorta. Because of the substantially rigid condition of the cannula, the balloon 
may have a relatively small footprint where it is coupled to the distal region of the cannula 
without substantial migration of the occluder into the ascending aorta. 
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The embodiment shown in FIG. 1 and FIG. 2 has three lumens within the cannula. 
Other embodiments may have more or fewer-lumen, In some embodiment, certam 
^ens are separate, non-_icating channels. In cenair .embodiment, the lumei* 
are generally substantially cylindrical, semi-rigid and preferably tran^arent InFJGM 
and FIG 2, a cardioplegia lumen 4 is adapted to receive cardioplegia through its proximal 
Z™^*ZJL*P«5«»***<* T.einfusionponS.spro^ 
the occluder, so that when the occluder is in an expanded condition, cardioplegia infuses 
rar^nJpstreamfromtheoccludedaorta. Another lumen 7 is adapted to receive fhud 
VZ» A— end and deliver it to an inflation port 8 at 

where it teLates and is in fluid communication with the chamber 2 of the oc**t 
When the occluder is contacted, it is closely associated with the cannula s outer surface 
15 When fluid is delivered to the chamber of the occluder through the inflation port, the 
occluder expands away from the cannula, as depicted in FIG. 1 and FIG 2. In one 
embodiment, the pressurized fluid used to fill the chamber of the occluder is sahne 
solution and in another embodiment it is gas. In another embodiment negauve pressure 
m ay be applied to the lumen 7 to contract a foam-filled balloon. An aspiration lumen 10 
has a proximal end 12 adapted to couple to an aspirator, and extends distal* ^from the 
proximal end and terminates and communicates with the infusion port 5 In embodiments 
having an aspiration lumen, the infusion port can alternately deliver cardioplegia solution 
or aspirate embolic debris and other unwanted material from the aorta. 

FIG 3 and FIG 4 depict another embodiment of the cardioplegia occluder 1 where 
the distal end 16 of the cannula 10 is open forming a cutting blade lumen to receive die 
cutting blade 30. The distal end 31 of the cutting blade, which when exposed, protrudes 
beyond the in the distal end of the cannula, has a sharpened tip 32 adapted to cut through 
the wall of the aorta. The embodiment shown in FIG. 3 and FIG. 4 includes a retractable 
blade guard 33 which is inserted into the distal end 16 of the cannula. The blade guard 33 
is adapted to slidably receive the cutting blade 30. During use, the blade guard moves 
when pressed against the aorta to allow the blade to cut through the wall of the aor*, and 
then the blade guard repositions to prevent the blade from cutting. In the embodunent 
shown in FIG. 3 and FIG. 4, the proximal end 34 of the cutting blade guard is coupled to 
the distal end of a spring 35. The proximal end of the spring 36 is coupled to the mner 
surface of the cannula. When the spring is at its compressed length, as depicted in FIG. 3, 
the retractable blade guard is retracted exposing the cutting blade 31. When the spring is 
at its extended length, the retractable blade guard covers the sharpened tip of the cutting 
blade as depicted in FIG. 4. 
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The cardioplegia occluder depicted in FIG, 3 and FIG, 4 is placed on the aorta, 
upstream from the brachiocephalic artery. When pressure is applied to the cardioplegia 
occluder, the surface of the aorta pushes on the retractable blade guard, compressing the 
spring and exposing the sharpened tip of the cutting blade which cuts through the wall of 
5 the aorta to create an incision for introduction of the distal end of the cannula. The distal 
end of the cannula, with the occluder in a contracted condition, is introduced through the 
incision made by the cutting blade. Such an embodiment can be introduced through a site 
that is a maximum of 1 8 French. During insertion, aspiration can be effected through the 
aspiration lumen to remove intravascular debris or air introduced into the aorta during 
10 incision. The curved distal end of the cannula is positioned at the desired location inside 
the aorta, and the occluder is expanded by introducing fluid through the lumen 7. Once 
the occluder is fully expanded, blocking the blood supply to the aorta in the region distal 
to the occluder, cardioplegia solution may be introduced through the infusion port to the 
region upstream from the occluder to stop the heart. Cardiac surgery, may then be 
15 performed. Alternately, negative pressure can be applied to the proximal end of the 
aspiration lumen to remove cardioplegia and embolic debris from the aorta. In 
embodiments that do not include a cutting blade, the incision is made manually, and the 
distal end of the cannula is inserted as previously described. Following surgery, the flow 
of cardioplegia solution is stopped, negative pressure is applied to the lumen, the occluder 

20 contracts, the cardioplegia occluder is removed through the incision initially created for its 
insertion and the incision is closed. 

FIG. 5 shows another embodiment where a blood cannula 56 has a channel 57 
located laterally that is adapted to receive a cardioplegia occluder 58. When the occluder 
20 is expanded inside the aorta 41, cardioplegia solution can be delivered upstream of the 

25 occluder through the infusion port 59. This embodiment is one example of an integrated 
configuration of a blood cannula and a cardioplegia occluder for use in a "one-stick" 
application, meaning that only one incision need be made. 

Human anatomy including the rib cage with deployed cardioplegia occluder is 
depicted in FIG. 6. The cardioplegia occluder 1 is disposed through a chest access port 40 

30 and thereafter enters the aorta 41 behind the sternum 45 at a location 42 upstream from the 
brachiocephalic artery 43. The rib cage is depicted generally by numeral 44. The 
cardioplegia occluder 1 is shown deployed within the aorta 41. The concept of port access 
allows a surgeon to enter the aorta via a port for a minimally invasive approach. By 
accessing the aorta directly, the device is deployed without the need for visual guidance, 

35 e.g., fluoroscopy, echocardiography. This device would obviate the need for a sternotomy 
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which is g.n.rally aasoc ia«d wito « — » ^ 

"""ib. cardioplegia occlude .nay b. conaructod to s» to «M*r * 
inrroducd to to. aorta by varying to. location of too infusion port, to on. 
£ld to HO. 7, an leaped cardioplegia occluder . is consttnctod . art ms.de toe 
al with Pindar 20 do™, from to. toaision sito 55, wru, Mb. occluder^ 
■nountad disttd to, or do™*- from, toa totosion porta 5. Tn. cartoop^ oodnto 
^onaUy tociud.s siting bumpa 50 ,o adunc soaltog wito to. tntonor of toa a^to 
aLhor an.b.din«n, shown to FIG. 7A, a J^napod odudor 1 > «M£ 

,o sit inaida toa aorta 41 so toa, toa oocludar 20 is mountod proxrmal to , but snfl 
downstteam from, to. totosion port 5 which is locatod a. to. distal opanmg 14 of to. 
cannula. Ttos. cardioplegia occluders can be tosettod torough a profit a«non of to. 
aorta, or a cutting blad. can b. mounts on ft. distol end of to. cannula and advance 

through the aortic wall. , . 

An Integrated, muldpt. component port access cariioptegto occlude ts deptctod m 
FIG 8. lb. system includes a cntong blad. 60 having a preshaped configuration 61 a 
sharp dp 62, and position limiters 63. Tm cannula 3 includes a autor. plate 70, a knto- 
~L shaft 71, an opening 72 to receive cardioplegto infhs.on so.nuon art. to. 
card.opl.gia tarn., and a hemostesis valv. 73. Tm baUoon canntoa 
,0 ocolndcr 81, an inflation per. 82 and a lumen 83 and is adapt* ro ™ filteruteto 500 
tough to. lumen. The cannula 3 is adapted to receive to. cuttrng blad. 60 torough to. 
infusion port 72, and to receiv. toe occlusion device 80 torough toe h.mostes,s valve 73. 
In nse, a port access point or window fa opened on toe pauerfs cheat. T.ssue from toe 
port to toe aorta is diaseeUd. Tie cutting blade and cannula are advance through toe 
25 aortic wall. A purs, string su«ure(s) may b. required to aid in wound closure and to secure 
Ore device. A. the deaired location, toe cutting blade is advanced toreugb toe aoruc wall 
and toe cannula is pushed wift toe .utting Mad.. Once inside to. trcssd, to. cannula . 
secured and toe cutting blade is removed. At tins point, toe occluder (and any fi tor) may 
be advance and .xpandad Cardioplegia and otoer fluids may then be circulatod torough 

30 the cardioplegia lumen- 

The distal end of the cannula may assume various designs to assist the surgeon in 
positioning the cardioplegia occluder in the aorta. In one embodiment, depicted in FIG. 9, 
a lumen 90 is adapted to receive the cutting blade 1 10. The cutting blade lumen 90 enters 
the distal region of the cannula 3 at an angle. A substantially straight cutting blade 110 is 

35 introduced into the lumen 90 so that the sharp tip 1 1 1 of the blade protrudes beyond die 
opening 91 at the distal end of the cutting blade lumen. In use, this embodiment allows for 
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a single stick motion whereby the cutting blade pierces the wall of the aorta creating an 
incision and the distal end of the cannula, with the occluder in a collapsed condition, is 
advanced through the incision. A flange 100 mounted on the cannula presses against the 
exterior surface of the aortic wall preventing further movement of the cannula into the 
vessel at the point where the cannula is positioned in the desired location within the aorta. 
The cutting blade is then retracted and the occluder 20 is expanded to block the flow of 
arterial blood. An advantage of this embodiment is that it has no moving parts other than 
the retractable cutting blade. In other embodiments, the cutting blade lumen extends 
distally from the proximal end of the cannula. 

The embodiment depicted in FIG. 10 has a retractable cutting blade 1 12 slidably 
inserted into a cutting blade lumen 92 within the distal end of the cannula 3. The proximal 
end 1 14 of the cutting blade is coupled to a spring 120 and to an activator line 130. The 
activator line can be made of material such as wire. The proximal end of the spring is 
coupled to a stop 121 formed inside the cutting blade lumen. When the activator line 130 
is pulled, the spring 120 compresses and the sharp tip 111 of the cutting blade 112 is 
retracted into the distal end of the cutting blade lumen 92 which then serves as a blade 
guard. When the activator line 130 is released, the spring 120 expands and the sharp tip 
111 of the device is exposed to allow incision into a vessel. The embodiment also 
includes infusion ports 101 for introduction of cardioplegia solution upstream from the 
occluder 20. 

FIG. 10A shows another embodiment where the blade guard is a retractable 
obturator 140. In this embodiment, the distal end 1 14 of the cannula is sharp, thus forming 
the cutting blade, and is used to create the initial incision into the aorta. The retractable 
obturator 140 is slidably received through the cutting blade. In the embodiment of FIG. 
10A, the retractable obturator is coupled on its proximal end to a spring 120 and to an 
activator line 130. The spring is coupled on its proximal end to a stop 121 formed inside 
the cutting blade lumen. During use, the obturator can be moved by pulling on the 
activator line to expose the sharp distal end 114 of the cannula which is used to cut 
through the wall of the aorta. When the activator line is released, the obturator moves 
back to prevent the blade from cutting. 

FIG. 11 depicts a flange sleeve 105 adapted to receive the cannula. In some 
embodiments, the flange sleeve is substantially cylindrical. - In other embodiments, the 
flange sleeve may have a different shape on cross-section such as square, rectangular, 
oblong or other shapes. The flange sleeve has a sharpened distal end 1 16 adapted to cut 
through the wall of the aorta, an inner surface 108, an outer surface 109, a proximal end 
1 17, a distal end and a longitudinal center axis. The lumen 1 18 of the flange sleeve 106 
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runs along the longitudinal center axis and communicates with openings at the proxunal 
117 and distal 116 ends of the sleeve. This embodiment also includes a flange stop 107, 
with a top surface 125, which faces the proximal end of the flange sleeve, and a bottom 
surface 126, which feces the distal end 116 of the flange sleeve. The flange stop 107 is 
mounted on the flange sleeve. The perimeter of the flange stop can be substanttaUy 
circular, or shaped so that a region of the perimeter includes a protrusion or notch in fee 
plane of the flange stop, where the protrusion or notch indicates fee direction of fee tip 128 
offee cutting edge 116 of fee flange sleeve. In fee embodiment of FIG. 11, fee portion of 
the flange sleeve distal to fee bottom surface 126 offee flange stop 125 and proximal to 
the cutting edge 1 16 at fee distal end offee sleeve is of a length 1 19 that will position fee 
cutting edge 1 16 of the flange sleeve at a predetermined depth inside fee aorta when fee 
bottom surface 126 of fee flange stop contacts fee outer surface 46 of fee aorta feus 
preventing further movement of fee flange sleeve into fee aorta. FIG. 11 shows the 
cannula 3 retracted inside fee lumen offee flange sleeve. When in fee retracted state, fee 
occluder 20 is in a contracted condition. When in use, fee cutting edge 116 offee flange 
sleeve is pressed into fee outer surface offee wall offee aorta 46, while fee cannula 3 is in 
the retracted state and fee occluder 20 is in a contracted condition. The cutting edge 116 
offee flange 105 is advanced into fee aorta until fee flange stop 107 contacts fee outer 
surface offee wall offee aorta 46: In fee next step, as depicted in FIG. 12, fee cannula 3 
is advanced beyond fee cutting edge 1 16 offee flange until fee distal end offee cannula is 
situated at fee predetermined position within fee aorta 41. The occluder 20 ,s then 
expanded to prevent blood flow downstream in fee aorta. In this embodiment, fee distal 
end offee cannula is semi-rigid and preformed to assume a substantially curved condition 
when released from fee flange. When retracted inside fee flange, as depicted in FIG. 1 1 A, 
fee semi-rigid distal end of fee cannula 3 generally conforms to fee shape of the flange 

sleeve lumen which is straight. 

In another embodiment, depicted in FIG. 13, fee flange 105 includes a flange 
sleeve 106 wife an inner surface 108, an outer surface 109, a proximal end 117, a festal 
end 129, and a longitudinal center axis. The lumen 118 offee flange sleeve 106 runs 
along fee longitudinal center axis and communicates wife openings at fee proximal 117 
and distal 129 ends of fee sleeve. This embodiment also includes a substantially flat 
flange stop 107, wife a top surface 125, which faces fee proximal end offee flange sleeve, 
and a bottom surface 126 which is flush wife fee distal end 129 of fee flange sleeve. The 
bottom surface 126 offee flange stop is adapted to press against fee outer surface 46 offee 
aorta. FIG 13 also shows fee cannula 3 partially retracted inside fee lumen 118 offee 
flange sleeve. When in fee retracted state, fee occluder 20, which is disposed about fee 
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distal region of the cannula 3, is in a contracted condition. In this embodiment, the distal 
end 145 of the cannula includes a cutting blade lumen having a retractable cutting blade 
146 with a sharpened cutting edge 147 at its distal end. The cutting blade 146 slidably 
inserts inside the cutting blade lumen and protrudes beyond the distal end 145 of the 
5 cannula 3. When in use, the flange 105 is positioned with the bottom surface 126 of the 
flange stop 107 pressing against the outer surface of the wall 46 of the aorta and the 
cannula 3 and cutting blade 146 are in the retracted state inside the lumen 118 of the 
flange sleeve 106 proximal to the distal opening 129 of the sleeve. The cannula 3 and the 
cutting blade 146 are pushed through the lumen 1 18 of the flange sleeve beyond the distal 

10 opening 129 so that the sharpened cutting edge 147 of the cutting blade 146 cuts into the 
wall of the aorta forming an incision as depicted in FIG. 13. Once the incision is formed, 
the cannula 3 is advanced beyond the distal opening 129 of the flange sleeve 106, as 
depicted in FIG. 13 A, so that the distal end of the cannula and the occluder 20 are 
introduced into the aorta 41 to the predetermined depth and position. In this embodiment, 

15 the semi-rigid distal end of the cannula is preformed to assume a curved shape once it is 
released from the lumen of the flange. As the cannula is advanced beyond the distal 
opening 129 of the flange into the aorta, the cutting blade 146 slidably retracts within the 
cannula so that is does not protrude beyond the distal opening 146 of the cannula. Once 
the cutting blade has been deployed to create the initial incision, it is desirable to retract it 

20 inside the cannula or otherwise guard the sharpened tip so that the sharp edge of the blade 
does not scrape or cut the inner surface 47 of the wall of the aorta opposite the incision 
site. The occluder 20 may then be expanded to occlude arterial flow downstream in the 
aorta. 

In another embodiment, depicted in FIG. 14, the flange 105 includes a flange 
25 sleeve 106 with a proximal end 1 17, a distal end 129, and a longitudinal center axis. The 
lumen 118 of the flange sleeve 106 runs along the longitudinal center axis and 
communicates with openings at the proximal 1 17 and distal 129 ends of the sleeve. This 
embodiment also includes a substantially flat tear-away flange stop 150, with a top 
surface 151, which faces the proximal end of the flange sleeve, and a bottom surface 152, 
30 which is flush with the distal end 129 of the flange sleeve. The tear-away flange stop 150 
is disposed about the outer surface of the flange sleeve 106 at the distal end 129 of the 
sleeve. The bottom surface 152 of the tear-away flange stop is adapted to press against 
the outer surface 46 of the aorta to limit the initial insertion depth into a vessel. FIG. 14 
also shows the cannula 3 partially retracted inside the lumen 118 of the flange sleeve. 
35 When in the retracted state, the occluder 20 is in a contracted condition. A cutting blade 
160 is adapted to slidably insert inside a lumen within the cannula. In this embodiment, 
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the distal end 161 of the cutting blade is sharpened 161 to cut through the wall of the aorta. 
When in use, the cannula 3, with the sharpened cutting edge 161_of the canula u*erUon 
device 1 60 exposed, is advanced through the wall of the aorta until the bottom surface 152 
of the tear-away flange stop 150 presses against the outer surface of the wall of the aorta 
As depicted in FIG. 14A, the cutting blade 160 is then retracted withm the distal end of the 
cannula 3 as the tear-away flange is removed and the cannula is advanced into the lumen 
of the aorta until the bottom surface 126 of the permanent flange stop 107 presses against 
the outer surface 46 of the wall of the aorta. By this process, the distal end of the cannula 
and the occluder 20 are introduced into the aorta 41 to the desired depth and position. In 
this embodiment, the semi-rigid distal end of the cannula is preformed to assume a curved 
shape once it is released from the lumen of the flange. The occluder 20 may then be 
expanded to occlude arterial flow downstream in the aorta. 

As described previously, in certain embodiments, the distal region of the cannula 
may be preformed to a desired shape to allow the cannula to be positioned at the desired 
depth and orientation within the aorta. In other embodiments, the distal region of the 
cannula may be mechanically activated by an occluder aligner to allow proper positioning 
of the occluder within the aorta. FIG. 15 depicts an embodiment with one form of 
occluder aligner that includes a cannula 3 with an inner surface 170, an outer surface 171, 
a proximal end (not shown), a distal end 145 and a longitudinal center axis. The lumen 
172 of the cannula runs along the longitudinal center axis and commumcates with 
openings at the proximal and distal 145 ends of the cannula. The cannula also includes a 
flange stop 107 disposed about the outer surface 171 of the distal region of me cannula. 
The occluder aligner of this embodiment includes a steering wire 130 earned by the 
cannula displaced from the center axis of the cannula and attached on a first end 31 in 
25 the distal region of the cannula, in the case of this embodiment, to the inner surface 170 of 
the distal region. When in use, as depicted in FIG. 15 and FIG. ISA, the cardioplegia 
occluder 1 is advanced through an incision in the wall of the aorta 41 until the bottom 
surface 126 of the flange stop 107 presses against the external surface of the wall 46 of the 
aorta At this point, as shown in FIG. 15, the occluder 20 is in a contracted condiUon. The 
30 steering wire 130 is then manipulated, as depicted in FIG. 15A, to move the distal end of 
the cannula into a curved condition, so that the distal opening 145 of the cannula pomts 
downstream within the aorta 41 . In one embodiment, the occluder is aligned by pulling on 
the steering wire. In another embodiment, the steering wire is fabricated from a material 
that shortens upon application of a predetermined electrical input. When this 
35 piedetermined electrical input is applied to the steering wire, the wire shortens by a 
predetermined length, pulling the distal end of the cannula into the predetermined position. 
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In another embodiment, a control circuit containing a memory storage device controls the 
electrical input to be applied and the timing of the application, and discontinuance of the 
electrical input, so that the change in length of the wire may be programmed. Once the 
occluder 20 is properly aligned within the aorta, the occluder may be expanded to occlude 
arterial flow downstream in the aorta. 

FIG. 16 depicts another cannula that is mechanically activated to facilitate proper 
positioning of the occluder within the aorta. This embodiment includes a cannula 3 with 
an inner surface 170, an outer surface 171 and a longitudinal axis. The cannula is divided 
into two segments, a proximal portion 1 85 and a distal portion 1 86, flexibly coupled to one 
another. In the embodiment shown in FIG. 16, the flexible coupling is a hinge 180. In the 
closed condition, as depicted in FIG. 16, the distal end of the proximal portion 185 and the 
proximal end of the distal portion 186 align at a circumferential region 181, so that the 
cannula assumes a substantially cylindrical shape. In other embodiments, the cannula on 
cross-section can be rectangular, square, oblong or other shapes. In the open condition, as 
depicted in FIG. 16A, the distal portion 186 rotates about the hinge so that the longitudinal 
axis 188 of the distal portion 186 is about a 90° angle to the longitudinal axis 187 of the 
proximal portion 185. In the closed condition, the lumen 172 of the cannula runs along 
the longitudinal center axis and communicates with openings at the proximal and distal 
145 ends of the cannula. The cannula also includes a flange stop 107 disposed about the 
outer surface 171 of the distal region of the cannula, and a cutting blade 160 which 
slidably inserts within the lumen 172 of the cannula when the cannula is in the closed 
condition. When in use, as depicted in FIG. 16, the cutting blade 160 protrudes beyond 
the distal end 145 of the cannula 3 which is in the closed condition with the occluder 
contracted. The presence of the cutting blade in the lumen of the cannula helps maintain 
the cannula in a closed position. The sharp distal end 161 of the cutting blade 160 is 
advanced through the wall of the aorta 41 creating an incision, and the cannula 3 is 
advanced into the aorta until the bottom surface 126 of the flange stop 107 presses against 
the external surface of the wall 46 of the aorta. The canula insertion device is then 
removed causing the hinge to open as depicted in FIG. 16A, and the cannula assumes the 
open condition with the distal portion 186 of the cannula pointing downstream in the aorta. 
In some embodiments (not shown), the cannula opens with the assistance of a spring- 
loaded hinge. The occluder 20 may then be expanded to occlude arterial flow downstream 
in the aorta. Cardioplegia solution may then be introduced through the proximal portion 
185 of the cannula for delivery through the fluid port 1 89 upstream of the occluder. 

FIG. 17 depicts an embodiment where the distal region of the cannula 3 is tapered 
210. The embodiment of FIG. 17 also shows, a curved region 212, distal to the tapered 
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region. In this embodiment, the tapered region, on cross-section, as depicted m FIG 18, 
is substantially elliptical. As also depicted m FIG. 18 from a top «~^the long 
dimeter of the ellipse of the tapered region cross-section ties directly above the ™* 
region 212 of the cannula. This embodiment also includes a flange which is shdably 
received by the cannula. The flange in this embodiment has a directional indicator. As 
can be seen in the top elevation of HG. 18, me flange assumes me shape of a polygon. In 
other embodiments, the flange can be other shapes such as rectangular, oblong, or 
triangular. The flange includes a hole 204 that is substantially elliptical, havmg an inner 
circumference 202. The hole is placed off-axis from the center of the polygon^ The long 
, diameter of the elliptical hole is perpendicular to the directional edge 203 of the polygon 
perimeter of the flange. The distance from the direction^ edge 203 to tte nearest pomt on 
the inner circumference of the hole 204 is greater than the distance from the edge 201 
opposite the directional edge to the point on the inner circumference nearest that opposrte 
edge. The inner circumference 202 of the hole in the flange is greater -fh- ^ 
5 circumference of the outer surface 211 of the distal end of the tapered regK>n 210 of the 
cannula, but less than the circumference of the outer surface 211 of the proximal end o 
the tapered region 210 of the cannula. The flange is disposed about the tapered region of 
the cannula. The distal end of the tapered region is adapted to shdably insert in the hole of 
the flange and the proximal portion of the tapered region slidably inserts in the flange up 
D to the location where the circumference of the outer surface 211 of the tapered region of 
the cannula is substantially equal to the inner circumference 202 of the hole in the flange, 
at which location the flange is no longer free-floating, and locks into position on the 
tapered region. The tapered condition of the cannula assists in sealing the cannula to the 
flange. Since the hole 204 of the flange and the cross-section of the tapered region are 
>5 both elliptical in shape, the flange will always be oriented in the same position on the 
cannula when it locks into place; that is, the directional edge 203 will always point toward 
the curved region 212 of the cannula, which assists the surgeon in knowing which way the 
occluder is pointing in the aorta. In other embodiments, the tapered region 210 and the 
hole 204 of the flange may assume other shapes on cross-action, such as rectangular or 
30 triangular. In some embodiments, the directional edge is identified by a specific cotor 
The embodiment of FIG. 17 also includes marker bands 220 around the outer surface 211 
of the curved region 212 of the cannula in the most proximal and most distal locations 
where the occluder 20 contacts the cannula. The marker bands are made of radiopaque 
material such as metal-polymeric alloy so that the surgeon can identify the position of the 
35 occluder. 
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For the cardioplegia occluder to function properly, the occluder must be adapted to 
occlude aortas of varying diameters. Moreover, the internal surface of the aorta may have 
varying surface features creating additional challenges to fashioning occluders that will 
conform to the topography of the inner surface of the vessel and form a complete seal. 
The challenge of occluding aortas of varying diameter is further compounded in 
embodiments with fixed flanges. To overcome such obstacles, in certain embodiments, 
the occluder is a balloon having a first region of first expansion capacity and a second 
region of second expansion capacity where the first expansion capacity is greater than the 
second expansion capacity. During use, the second region expands preferentially and to a 
greater extent than the first region. These embodiments can thus compensate for 
insertions where the distal end of the cannula does not lie directly in the center of the aorta 
and by thus compensating creates effective sealing. In some embodiments, the varying 
expansion capacity is created by forming the first region from a flexible material of 
different thickness that the flexible material used to create the second region. In other 
embodiments, the first region is of a different modulus (durometer) than the second 
region. In other embodiments, the occluder is adapted to occlude aortas of varying 
diameters by asymmetrically mounting the balloon on the distal region of the cannula. 
The embodiment shown in FIG. 19, which demonstrates this last case, has an occluder 20 
that is a preformed asymmetric balloon where the "long" side 230 has less capacity to 
expand than does the "short" side 231. The flange 107, as described in previous 
embodiments, will hold the curved portion 212 of the cannula at a predetermined distance 
below the region of the wall of the aorta closest to the flange. In aortas of varying 
diameters, the distance between the curved portion of the cannula and the wall opposite 
the flange will necessarily vary. To facilitate occlusion in these varying conditions, the 
short side 231 has a greater capacity for expansion, as depicted in FIG. 19A, than does the 
long side 230, so that upon inflation by a common fluid source, the short side 231 will 
preferentially expand over the long side 230. FIG. 20 is a front elevation of the 
embodiment of FIG. 19A showing how the short side 231 preferentially expands over the 
long side 230 to occlude aortas of smaller 240, intermediate 241, and larger 242 diameters 
even though the flange 107 fixes the depth of the cannula within each vessel. 

There are several methods to achieve varying capacities for expansion in given 
regions of the balloon occluder. Typically, it is desired to achieve a preferential expansion 
zone as depicted in FIG. 21 where a balloon occluder 20 is asymmetrically disposed about 
a cannula, and the occluder has a region 251 that has a greater capacity to expand when 
compared to another region 250. FIG. 22 is a lateral elevation of the embodiment of FIG. 
21. These asymmetric balloons, which can be fabricated from polyurethane, typically 
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inflate to a .ore symmetric shape as depicted in FIG. 23, where varying baUoon wall 
thickness is used to control expansion characteristic, A thin reg.cn 252 of the balloon 
will expand first, reaching a certain level of strain/elongation 252', then a thrcker regron 
*3 2 stretch to its expanded condition 253'. The expanded balloon is syrnmetncally 

5 disposed about the cannula, . ..^ . „ 

FIG 24 depicts another embodiment where balloon materials with differing 

expansion capacities are used to create a balloon which is ^^^22 
tnis embodiment, a region of soft material 255, e.g., one of lower modulus anc I u^uaUy 
lower durometer, expands more freely 255" than does a region of harder material 1 254, e.g., 
l0 one of higher modulus and usually higher durometer, which expands less freely 254. 

It is also important that the occluder not prolapse at the locations where the 
occluder surface is not in contact with the inner surface of the aorta when the occluder is 
expanded. Such prolapse can cause the occluder to not seal properly. Increasing thickness 
in these non^ontact regions can reduce the risk of prolapse and can otherwise control 
15 occluder length and shape. FIG. 25 depicts an embodiment where the balloon occluder 
has regions where the balloon material is thin 256 and sidewall regions where the balloon 
material is thick 257. When the balloon expands, the thin regions 256, which mtimatety 
contact the inner wall of the aorta, expand more freely to their expanded condition 256. 
THe thick sidewall regions 257, which do not contact the inner surface of the aorta and are 

their thickness, are more robust. The overall average balloon length from location 260 to 
location 261 is reduced from the length that would otherwise result if the sidewalk were 
not made of thicker material. Thus, a prolapse-resistant balloon occluder with a small 
"footprint" (area of contact on the distal region of the catheter), can be fabricated. Tins 
25 small footprint occluder, when used with the substantially rigid cannula allows die 
occluder to isolate the ascending aorta from peripheral vasculature without substanUal 
migration of the occluder into the ascending aorta. 

FIG 26 depicts an embodiment of a cardioplegia occluder 1 where the 
substantially rigid cannula 3 includes three lumens 4, 10 and 7, a flange 107 and a 
30 spherical occluder 20. The infusion port 5 is shown proximal to the occluder. Certain 
embodiments of the cannula are made of clear polycarbonate acrylic, ABS or stainless 
steel. In one embodiment, the region of the cannula proximal to the flange is made of 
clear polycarbonate, acrylic or ABS, and the region of the cannula distal to the flange is 
made of stainless steel. The plastic region and the stainless steel region are insert-molded 
35 at the junction. In the preferred embodiment, (i) the length of the cannula from the 
proximal end to curved portion of the distal region is in the range of 5-10 inches, most 
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preferably 7.5 inches, (ii) the width of the distal region from the beginning of the point of 
curvature to the distal end (distance A in FIG. 26) is in the range of 0.25-0.75 inches, most 
preferably 0.45-0.50 inches; and (iii) the distance between the flange and the distal end 
(distance B in FIG. 26) is the range of 3/8 inch to 1.0 inch, and most preferably V* inch. 
5 FIG. 27 is a front elevation of the embodiment of FIG. 26. FIG. 28 is a lateral cross- 
section of the embodiment of FIG. 27 shown through section line 28 — 28. Here, the 
pathways of the three lumens are depicted in greater detail. The lumen 7 is shown 
communicating with the inflation port 8 which opens into the chamber of the occluder 20. 
The cardioplegia lumen 4 is shown communicating with the infusion port 5 which opens 
10 into the region of the aorta upstream of the occluder. The aspiration lumen 10 also 
communicates with the infusion port. FIG. 29 is a front elevation of the distal region of 
the cannula 3 of the embodiment of FIG. 26 with the occluder removed. In this figure, the 
closed distal end 14 of the cannula can be seen. FIG. 30 is a top elevation of the 
embodiment of FIG. 29, showing the relative locations of the lumen 7 that is used to 

15 inflate/deflate the occluder, the cardioplegia lumen 4 and the aspiration lumen 10 as they 
enter the region of the cannula just proximal to the flange. FIG. 31 is a lateral view of the 
embodiment of FIG. 29 with a partial cross-section of the curved region of the cannula. 
The occluder mounting zones 270 are shown on either side of the cross-section region. 
This view shows the relationship between the infusion port 5, shown proximal to the 

20 occluder mounting zones, and the inflation port 8 which opens in the region between the 
occluder mounting zones and thus communicates with the chamber of the occluder. FIG. 
32 is a bottom elevation of the embodiment of FIG. 29. FIG. 33 is a back elevation of the 
embodiment of FIG. 29, again showing the relative locations of the infusion port 5 and the 
inflation port 8. FIG. 34 is a lateral cross-section of the embodiment of FIG. 29 shown 

25 through the section line 34 — 34. 

FIG. 35 is an embodiment showing a self-expanding occluder 320 with a hollow 
Nitinol frame 300, a balloon seal 301 and a fluid-impermeable membrane 302. The 
occluder is an annular-shaped balloon having an inner circumference and an outer surface 
and a flexible, fluid-impermeable membrane bonded to the outer surface of the balloon 

30 and covering the area circumscribed by the inner circumference of the annular balloon. 
FIG. 36 shows a cannula 3 with an occluder side port 310, a flange stop 107 and a fluid 
port 311. FIG. 37 shows the self-expanding occluder 320, which has been inserted into 
the occluder side port 310 while in a collapsed condition after the distal region of the 
cannula has been inserted into the aorta 41. Once properly positioned, the balloon seal 

35 301 is inflated through the hollow Nitinol frame 300 and the occluder expands, occluding 
the vessel. 
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to some applicadons k is MM. » 1— °«»^ "TTTJ"* 
enhanced smbilitv Lor increased expandable HO. 38 depe* - 
SLw, fronted with exeess balloon maenA which aUows cruder . mfl*e 
„ a larger to while MM. and elongaong to a lesser extent A P°*» ° f 
1'uder to its expanded eondinon 321' is also shown. This embodiment may also melude 
tmckerregiomoftheballoonwalltoconnoltheinflanonprofile. 

regain embodiments, me cnnnola i S open a, the diaal end and the ft* end has 
a Inmen where the ocdnder, when ennnaemd, is aored as shown in FIG. 39. Thts figore 
an expanding balloon occluder 322. Upon expansion, me balloon advances on, of 
, *■ Asmeba.loonisini.amd.momb^.oonma^.av^ 

» expand, to permitung occtosion of large, sized vessels once me balloon reaches • 

expanded condition 322\ 

FIG 40 and FIG. 41 depict a cannula with an open distal end for storage of a 
contracted balloon occluder 323. The balloon can be retracted upon deflation into the 

5 distal end 14 of the cannula 3 by pulling on an elastic line 330 

lume n of the cannula. The elastic line 330 is coupled to the proximal end 331 of the 
blon and the distal end 332 of the balloon, so that when the balloon as flilly expanded 
323", the elastic fab is fully stretched. Upon deflation, the elastic hue contracts and the 
distd end 331 of the balloon moves closer to the proximal end 332 of the balloon. The 

0 deflated balloon 332 may then be pulled into the distal end 14 of the cannula by pullmg on 
the elastic line 330. FIG. 41 depicts the balloon in its initial contracted condition 323, a 
deflated condition 323" and a fully expanded condition 323", where the elasUc hne is not 

ShOWn 'ln some applications it may be advantageous to cover the occluder with a 
>5 protective layer. FIG. 42 shows a balloon occluder 20 disposed about the distal end of a 
' cannula 3. The balloon 325 itself is made of an elastic materia, and its outer surface is 
covered by a protective material 326. In some embodiments, the protecUve layer itself has 
elastic capacity. In other embodiments, the protective layer is internal to the balloon so 
that the external surface of the protective layer is covered by the balloon material. 
30 FIG 43 depicts an embodiment where a funnel-shaped occluder 328 made of 

elastic material is deployed through a side opening 340 of the cannula 3. The funnel- 
shaped occluder 328 can occlude vessels of varying sizes due to its shape 

Occluder aligners, which were described previously for manually aligning the 
distal end of the cannula, can also be used to provide position stability to expanding 
35 occluders. In some applications, an expanding occluder will "rock" out of position during 
expansion if the distal re gion of the cannula is not positioned along the center longmidinal 



WO 99/30766 



PCT/US98/26678 



23 

axis of the aorta. Certain embodiments therefore include cannulas with occluder aligners 
of various designs to stabilize the position of the occluder and distal cannula during 
occluder inflation. One embodiment includes a longitudinally deformable region and an 
end sleeve which slides relative to the distal end of the cannula and is coupled to the 
5 longitudinally deformable region and to the occluder. During use, the occluder expands 
and the end sleeve moves proximally, thereby compressing the longitudinally deformable 
region. FIG. 44 and 44A demonstrate this embodiment, where the longitudinally 
deformable region is a spring. FIG. 44 shows the distal region of the cardioplegia 
occluder 1 where the occluder 20 is in the collapsed condition. The spring 400 is coiled 
10 about the distal region 401 of the cannula inside the occluder chamber. The proximal end 
402 of the spring is coupled to the region of the cannula inside the occluder chamber just 
distal to the proximal end of the occluder 403. The end sleeve 404 is disposed about the 
distal region of the cannula. The proximal end 405 of the end sleeve is coupled to the 
distal end of the spring 400. The end sleeve 400 is coupled to the distal end of the 

15 occluder in a region 406 of the end sleeve just distal to the proximal end of the sleeve. 
The end sleeve includes a seal 407 near the distal end of the sleeve adapted to surround the 
distal region of the cannula 3 so that this distal cannula region slidably inserts in the seal. 
The seal is adapted to prevent fluid in the occluder chamber from escaping from the 
occluder. In this embodiment, the occluder aligner includes an end stop 408 to prevent the 

20 end sleeve from sliding off the distal end of the cannula 3 during use. FIG. 44 also shows 
the location of the inflation port 8 inside the occluder chamber. FIG. 44A shows the 
embodiment of FIG. 44 where the occluder is in the expanded condition and the proximal 
end 405 of the end sleeve has moved along the distal region 401 of the cannula toward the 
proximal end of the occluder 403 and the spring 400 has compressed. 

25 FIG. 45 depicts an embodiment of a cardioplegia occluder 1 that includes an 

occluder aligner where the distal end of the end sleeve 404 of the occluder aligner is a 
sharpened edge 420 that serves as a cutting blade. In use, the sharpened edge 420 creates 
the initial incision into the aorta and the cannula with the collapsed occluder is advanced 
into the lumen of the vessel. The occluder is expanded and the end sleeve 406 slides 

30 proximally along the distal region 401 of the cannula retracting the sharpened edge 420. 
In this embodiment, the longitudinally deformable region of the occluder aligner is a 
flexible tube. 

An occluder aligner with a steering sleeve slidably mounted on the cannula and 
coupled to a steering wire is depicted in FIG. 46. In this embodiment, the steering sleeve 
35 455 is disposed about the region of the cannula 3 proximal to the occluder 20, so that the 
cannula slidably inserts in the steering sleeve. The distal end 453 of the steering wire is 
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counted to the to surface of the distal region of the cmrnula in the area where the 
ZZI copied to the canntd. The steoring wire 454 is canied b, rue cannuta and . 

^^eTLugh a ho., or siot in ft. cannula which is diste. to the regron of 1h= 

Z« to ure steering sleeve, to use, during occluder expansion, the 

Jpulared .o move fte distel end of the cannuta. The VT* 
al J t hecannulau J e.eva tt u 1 e^end450a S depi«ed to F.G.46Aand46B o ^ 

delude, aligners can be designed so thatthe distal end of the cannula . posnroned aUhe 
,0 «n«r point £ th. largest vesse. in which the cannoptegia occluder is ro be u ^ What 
^Tiller vessel, the dp wffl lie be.ow the contertine and can be routed up b, 

pulling the steering sleeve distally. 

As described previously, the cardioplegia occluder can be used m conjunc-on w,ut 
Cher cardiopuhnonary bypass equipment or other cardiac surgical equipment mclutog 
,5 blood cannul, fiber cannulas and diverters in various combinations as .ntegrated systems 
Tm separate!, —le device, ,n ceriain emhodhnems, a «„n«nc k » me*od ,s used 
ma. one incision is made into me aorta to insert *. various pieces of eqmpnten. 
in either their integmred or separate., insertab.e configuranon, In orber 
W or "three-stick" (two or three aortic incision) methods are used. In some 
20 embodiments, me ocduder is mounted on me Wood cannula instead of me card.op.egta 
cannula. TABLE 1, located at me end of the Deteiled Descripuon secon, .s provtded to 
assist in describing the various combinations. 

no 47 shows a two-suck embodiment with a blood cannula 600 (adapted to 
receive separately insertable filter 500 through a channel thereof) inserted through one 
25 incision and a separate cardioplegia occluder 1 inserted through a second tncrston The 
filter is carried through side channel 601 of the blood canntda. Buret a modular filter 
cannula as shown (see Serial No. 08/853,165, filed May 8, 1997, hrcorporated herem by 
reference, for more details) or an integral filter cannula (see Serial No, 08/55 ,.37, fited 
November 7, .995, 08/580,223, fded December 28, 1995, 08/584 759. ffle January U 
30 1996, 08/650,015, filed April 30, 1996, and 08/852,727, filed Apr,. 16^997, & 
incorporated herein by reference, for more detans) can be used. In thrs embodrmen .* 
oiverter 700 has been inserted in the region of fire aorta 41 whom the aorta tntersects the 
bmchiocephahc artery 43, the left subclavian arte,, and the left common carood artery. In 
an cases described herein, whether one-, rwc- or thme-suck and whether the venous 
35 cannulas are integmted, sepamtely insertable or certain cannulas are absent, the dtverter 
may be (i) absent, 09 inserted only for me purpose of conducting the cardiac surgery, men 
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removed at the completion of the surgery, or (iii) permanently installed in the aorta. The 
embodiment of FIG. 47 allows the cardioplegia occluder 1 to occlude the aorta distal to 
the infusion ports 5 where cardioplegia solution is introduced to stop the heart. 
Downstream from the occluder 20, the filter 500 traps embolic debris and other unwanted 
material that is a byproduct of the surgical activity. Downstream from the filter, the blood 
cannula supplies blood from a heart lung machine to the aorta for circulation through the 
peripheral vasculature. The diverter 700, which is permeable to blood, further inhibits 
embolic material and other unwanted debris 800 from entering the cerebral vasculature by 
diverting it past the left common carotid artery and the brachiocephalic artery, which 
communicates with the right common carotid artery. 

FIG. 47A shows an embodiment of a two-stick model where the cardioplegia 
occluder 1 is adapted to receive the filter 500 through a channel thereof, and the blood 
cannula 600 is inserted through a separate incision. A diverter is present, but as previously 
described, the diverter may be installed permanently, inserted only for the purpose of 
surgery or absent altogether in all one-stick, two-stick or three-stick methods. Other 
embodiments of the two-stick method include (i) an integrated cardioplegia occluder and 
blood cannula with a separate filter, either inserted through a filter cannula or separately 
inserted, (ii) a separately inserted cardioplegia occluder, a separately inserted blood 
cannula and no filter cannula, (iii) a blood cannula occluder with a filter inserted through a 
channel in the cannula as shown in FIG. 49, or mounted on the cannula and a cardioplegia 
cannula inserted through a separate incision, and (iv) a blood cannula occluder and a 
cardioplegia occluder inserted through a separate incision and no filter. 

FIG. 48 depicts a three-stick method with a separately inserted cardioplegia 
occluder 1, a separately inserted filter cannula 501 and a separately inserted blood cannula 
600. In this embodiment, the diverter 702 is present, but any of the three diverter 
configurations could be utilized. In another embodiment, the filter is separately inserted 
without the use of a filter cannula, as shown in FIG. 50. 

In other embodiments, a one-stick method is used. In one embodiment, depicted 
in FIG. 51, the cardioplegia occluder and blood cannula are integrated 900, and the filter 
separately inserted through a channel in the cannula. In other embodiments, the filter may 
be mounted on the cannula or absent. Again, each combination has three possible diverter 
configurations. 

In certain embodiments of the one-, two- and three-stick methods described 
above, the cardioplegia occluder may be replaced by a separate balloon cannula and a 
cardioplegia cannula. In such cases, the balloon cannula and the cardioplegia cannula can 
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be separately inserted or car. be integrated with one another or each integrated with the 
filter cannula or the blood cannula. 



10 
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Integrated CPO/BC; filter separately inserted through cannula 
(FIG. 51 ) or mounted on cannula 



2c 
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2e 
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Integrated CPO/BC 

"Filter inserted through CPO (FIG. 47A) or mounted on CPO 
Filter inserted through BC channel (FIG. 47) or mounted on BC 



Integrated CPO/BC; filter through filter cannula or separately 
inserted 

Separately inserted CPO and BC 

Occluder on BC; filter inserted through blood cannula occluder 
(BCO) (FIG. 49) or mounted on BCO, cardioplegia (CP) 
cannula 



Occluder on BC, CP cannula separately inserted 



THREE-STICK* 



(3a) 



Filter separately inserted through filter cannula or without 



cannula 



of the surgery, or (iii) permanently installed in the aorta. 

While particular devices and methods have been described for using the 
cardioplegia occluder, once this description is known, it will be apparent to those of 
ordinary skill in the art that other embodiments and alternative steps are also possible 
without departing from the spirit and scope of the invention. Moreover, it wdl be apparent 
that certain features of each embodiment as well as features disclosed in each reference 
incorporated herein, can be used in combination with devices flushed . other 
embodiments. Accordingly, the above description should be construed as mustrafcve, and 
not in a limiting sense, the scope of the invention being denned by the followmg chums. 
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Claims 

1. A cardioplegia occluder for delivering cardioplegia to the aorta during 
cardiopulmonary bypass, comprising: 

a substantially rigid cannula having a distal region with an outer surface, a 
5 distal end adapted to enter the aorta, a proximal end adapted to receive cardioplegia 
solution, a longitudinal center axis, a cardioplegia lumen which extends distally from said 
proximal end and terminates and communicates with an infusion port in said distal region 
for delivery of cardioplegia solution to the aorta; and 

an occluder mounted on the distal region of the cannula, said occluder 
10 expandable between a contracted condition and an expanded condition, having a 
longitudinal center axis, wherein the occluder, when contracted, is closely associated with 
the outer surface of the cannula, while the occluder expands upon activation to 
substantially occlude the aorta downstream of the infusion port; and 

wherein, during use, said occluder isolates the ascending aorta from the 
15 peripheral vasculature without substantial migration of the occluder within the ascending 
aorta. 

2. The cardioplegia occluder of claim 1, wherein said distal region of said 
substantially rigid cannula assumes a curved shape to allow self-centering. 

3. The cardioplegia occluder of claim 1, wherein said occluder is an inflatable 
20 balloon having an outer surface surrounding a chamber. 

4. The cardioplegia occluder of claim 2, wherein said occluder is an inflatable 
balloon having an outer surface surrounding a chamber. 

5. The cardioplegia occluder of claim 4, wherein said balloon covers a portion 
of said curved distal region of the cannula. 

25 6. The cardioplegia occluder of claim 1, wherein said occluder is mounted 

distal to the infusion port. 

7. The cardioplegia occluder of claim 3, wherein said cannula further 
comprises a lumen which extends distally from said proximal end of the cannula and 
terminates and communicates with an inflation port inside the chamber of said balloon. 
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8. The cardioplegia occluder of claim 1. herein said distal region of said 
cannula is tapered. 

9. Thecardioplegiaoccluderof claim 1, wherein said occluder after expansion 
assumes a generally spherical shape. 

10. The cardioplegia occluder of claim 1, wherein said occluder after expansion 
assumes a generally conical shape. 

11. The cardioplegia occluder of claim 1, wherein said occluder after expansion 
assumes a generally elliptical shape. 

U The cardioplegia occluder of claim 1, wherein said occluder is 
ouctnrferentiaJly disposed about the diaal region of fte cannula so ft* fte cannula runs 
approximately through said longitudinal center axis of the occluder. 

,3 The cardioplegia occluder of claim 1, wherein said occluder is 
circumferendally disposed abou, the disud region of fte cammla so ft* me canmda nms 
through a region disptoeed lafcmlly from said longitudinal center axts of the occluder. 

,4 The cardioplegia occluder of claim 1, further comprising a cannula open at 
surd diaal end, said diaal end having a lumen, and said occ.uder, when conWc^ . 
locattd inside fte lumen in fte diaal end of fte camtma, and whemtn, durmg ^ 
occluder expands out fte diaal ertd of fte cannula to subaanUally occlude fte aoria 
downstream of the infusion port. 

15 The cardioplegia occluder of claim 3, wherein said balloon occluder has a 
ft. region of fust expansion capacity and a second region of second expamtion capacny. 
fte firs, expansion capacity being less ftan fte second expansion capactty. and whe^ 
during use, said second region exptmds preferentiaHy and to a greater extent ftan satd first 
region. 

16 The cardioplegia occluder of claim 15, wherein said first region of said 
balloon occluder is made of a flexible material of first thickness and said second regmn is 
made of said flexible material of second thickness, the first thickness bemg greater than 
the second thickness. 
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17. The cardioplegia occluder of claim 15, wherein said first region of said 
balloon occluder is made of a material of first modulus and said second region is made of 
a material of second modulus, the first modulus being greater than the second modulus. 

18. The cardioplegia occluder of claim 3, wherein said balloon occluder is 
5 made of an elastic material, the balloon occluder further comprising a protective material 

covering the outer surface of said balloon occluder. 

19. The cardioplegia occluder of claim 7, wherein said occluder is a foam- 
filled, self-expanding balloon. 

20. The cardioplegia occluder of claim 3, wherein said occluder further 
10 comprises: 

an annular-shaped balloon having an inner circumference and an outer 

surface; and 

a flexible, fluid-impermeable membrane bonded to the outer surface of the 
balloon and covering the area circumscribed by the inner circumference of the annular 
15 balloon. 

21. The cardioplegia occluder of claim 1, wherein said cannula further 
comprises an occluder aligner. 

22. The cardioplegia occluder of claim 21, wherein said occluder aligner 
comprises: 

20 a longitudinally deformable region; and 

an end sleeve which slides relative to the distal end of the cannula and is 
coupled to the longitudinally deformable region and to the occluder, 

wherein, during use, the occluder expands and the end sleeve moves 
proximally, thereby compressing the longitudinally deformable region. 

25 23. The cardioplegia occluder of claim 22, wherein said longitudinally 

deformable region is a spring. 

24. The cardioplegia occluder of claim 22, wherein said longitudinally 
deformable region is a flexible tube. 
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25. The cardioplegia occluder of claim 21, wherein said occluder aligner 

COmPriSCS: a steering wire carried by the cannula, displaced from the longimdinal 
center axis of the cannula and attached at a first end in the distal region of the cannula, and 
5 ^ein, during use, said steering wire is manipulated to move the distal 

end of the cannula. 

26. The cardioplegia occluder of claim 25, wherein said occluder aligner 

sleeve slidahl, mounred on the cannula and c„up.ed „ said 

10 *** lein, during use, said Peering sleeve is manipulated „ move «. distal 
end of the cannula. 

27. The cardioplegia occluder of claim 1, further comprising a flange 
associated with the cannula. 

,, 28 The cardioplegia occluder of claim 27, wherein said flange is mounted on 

, • Mfll . Hictal end of the cannula is inserted into the 

the cannula, and wherein, during use, as the distal end ot tne cam. 
aorta, the flange contacts the surface of the aorta and prevents insertion of the cannula 
beyond a predetermined depth. 

29. The cardioplegia occluder of claim 27, wherein said flange slidably 
20 receives the cannula. 

30 The cardioplegia occluder of claim 27, wherein said flange Anther include, 
a dJl indicator, and wherein, during use, said directional iudicaror md.ca.es .he 
direction of said distal end of said cannula. 

31. The cardioplegia occluder of claim 1, further comprising a flange sleeve 
25 adapted to receive the cannula. 

32. The cardioplegia occluder of claim 31, wherein said flange sleeve has a 
sharpened distal end adapted to cut through the wall of the aorta. 
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33. The cardioplegia occluder of claim 31, wherein said flange sleeve further 
comprises a flange stop having a bottom surface and mounted on the flange sleeve, and 

wherein, during use, said bottom surface of said flange stop contacts the 
outer surface of the aorta preventing further movement of said flange sleeve into the aorta. 

34. The cardioplegia occluder of claim 1, wherein said cannula further 
comprises a radiopaque marker band. 

35. The cardioplegia occluder of claim 1, wherein said cannula further 
comprises an aspiration lumen, which extends distally from the proximal end and 
terminates and communicates with said infusion port, and wherein, during use, said 
infusion port can alternately deliver cardioplegia solution or aspirate embolic debris and 
other unwanted material from the aorta. 

36. A cardioplegia occluder for delivering cardioplegia to the aorta during 
cardiopulmonary bypass, comprising: 

a cannula having a distal region with an outer surface, a distal end adapted 
to enter the aorta, a proximal end adapted to receive cardioplegia solution, a longitudinal 
center axis, a cardioplegia lumen which extends distally from said proximal end and 
terminates and communicates with an infusion port in said distal region for delivery of 
cardioplegia solution to the aorta; and 

an occluder mounted on the distal region of the cannula, said occluder 
expandable between a contracted condition and an expanded condition, having a 
longitudinal center axis, wherein the occluder, when contracted, is closely associated with 
the outer surface of the cannula, while the occluder expands upon activation to 
substantially occlude the aorta downstream of the infusion port; and 

a cutting blade adapted to cut through the wall of the aorta, and 

wherein, during use, said occluder isolates the ascending aorta from the 
peripheral vasculature. 

37. The cardioplegia occluder of claim 36, wherein said cutting blade further 
includes a blade guard. 

38. The cardioplegia occluder of claim 37, wherein said blade- guard slidably 
receives the cutting blade and moves when pressed against the aorta to allow the blade to 
cut through the wall of the aorta and then repositions to prevent the blade from cutting. 
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39 The cardioplegia occluder of claim 36, wherein said blade guard is a 
actable obturator which is slidably received through - d ^^~ 
when pressed against the aorta to allow the blade to cut through the wall of the aorta and 
then repositions to prevent the blade from cutting. 

40. The cardioplegia occluder of claim 36, wherein said cutting blade is 
mounted on the distal end of said cannula. 

41. The cardioplegia occluder of claim 36, wherein said cannula further 

. nB l,^»I~^^- to «^ rfteo,M,,odi, 

adapted to receive said cutting blade. 

42. The cardioplegia occluder of claim 41, wherein said cutting blade lumen 
extends distally from the proximal end of the cannula. 

43. The cardioplegia occluder of claim 41, wherein said cutting blade lumen 
enters the cannula at an angle. 

44. The cardioplegia occluder of claim 37, wherein said blade guard further 
comprises a spring coupled to the blade guard. 

45. The cardioplegia occluder of claim 36, wherein said distal region of said 
cannula assumes a curved shape to allow self-centering. 

46. The cardioplegia occluder of claim 36, wherein said occluder is an 
inflatable balloon having an outer surface surrounding a chamber. 

47. The cardioplegia occluder of claim 45, wherein said occluder is an 
inflatable balloon having an outer surface surrounding a chamber. 

48. The cardioplegia occluder of claim 47, wherein said balloon covers a 
portion of said curved distal region of the cannula. 

j 49. The cardioplegia occluder of claim 36, wherein said occluder is mounted 

distal to the infusion port. 
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50. The cardioplegia occluder of claim 46, wherein said cannula further 
comprises a lumen which extends distally from said proximal end of the cannula and 
terminates and communicates with an inflation port inside the chamber of said balloon. 

51. The cardioplegia occluder of claim 36, wherein said distal region of said 
substantially rigid cannula is tapered. 

52. The cardioplegia occluder of claim 36, wherein said occluder after 
expansion assumes a generally spherical shape. 

53. The cardioplegia occluder of claim 36, wherein said occluder after 
expansion assumes a generally conical shape. 

54. The cardioplegia occluder of claim 36, wherein said occluder after 
expansion assumes a generally elliptical shape. 

55. The cardioplegia occluder of claim 36, wherein said occluder is 
circumferentially disposed about the distal region of the cannula so that the cannula runs 
approximately through said longitudinal center axis of the occluder. 

56. The cardioplegia occluder of claim 36, wherein said occluder is 
circumferentially disposed about the distal region of the cannula so that the cannula runs 
through a region displaced laterally from said longitudinal center axis of the occluder. 

57. The cardioplegia occluder of claim 46, wherein said balloon occluder has a 
first region of first expansion capacity and a second region of second expansion capacity, 
the first expansion capacity being less than the second expansion capacity, and wherein, 
during use, said second region expands preferentially and to a greater extent than said first 
region. 

58. The cardioplegia occluder of claim 57, wherein said first region of said 
balloon occluder is made of a flexible material of first thickness and said second region is 
made of said flexible material of second thickness, the first thickness being greater than 
the second thickness. 
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59. The cardioplegia occluder of claim 57, herein said first regron of said 

amaterialofsecondmodm^^^^ 

60 The cardioplegia occluder of claim 46, wherein said balloon occluder is 
ma de of an elastic material, the balloon occluder further comprising a protects matenal 
covering the outer surface of said balloon occluder. 

61. The cardioplegia occluder of claim 36, wherein said occluder is a foam- 
filled, self-expanding balloon. 

62. The cardioplegia occluder of claim 36, wherein said occluder further 
C ° mPriSeS: an annular-shaped balloon having an inner circumference and an outer 
surface; and ^ md _ impaaeAlc membra ne bonded to the outer surface of the 
balloon and covering the area circumscribed by the inner circumference of the annular 
balloon. 

63. The cardioplegia occluder of claim 36, wherein said cannula further 
comprises an occluder aligner. 

64. The cardioplegia occluder of claim 63, wherein said occluder aligner 
comprises: 

a longitudinally deformable region; and 

an end sleeve which slides relative to the distal end of the cannula and is 
coupled to the longitudinally deformable region and to the occluder, 

whim, during use, the occluder expands and the end sleeve moves 
proximally, thereby compressing the longitudinally deformable region. 

65. The cardioplegia occluder of claim 64, wherein said longitudinally 
deformable region is a spring. 

66. The cardioplegia occluder of claim 64, wherein said longitudinally 
deformable region is a flexible tube. 
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67. The cardioplegia occluder of claim 63, wherein said occluder aligner 
comprises: 

a steering wire carried by the cannula, displaced from the longitudinal 
center axis of the cannula and attached on a first end in the distal region of the cannula, 
and 

wherein, during use, said steering wire is manipulated to move the distal 
end of the cannula. 

68. The cardioplegia occluder of claim 67, wherein said occluder aligner 
further comprises: 

a steering sleeve slidably mounted on the cannula and coupled to said 
steering wire, and 

wherein, during use, said steering sleeve is manipulated to move the distal 
end of the cannula. 

69. The cardioplegia occluder of claim 36, further comprising a flange 
associated with the cannula. 

70. The cardioplegia occluder of claim 69, wherein said flange is mounted on 
the cannula, and wherein, during use, as the distal end of the cannula is inserted into the 
aorta, the flange contacts the surface of the aorta and prevents insertion of the cannula 
beyond a predetermined depth. 

71. The cardioplegia occluder of claim 69, wherein said flange is slidably 
receives the cannula. 

72. The cardioplegia occluder of claim 69, wherein said flange further includes 
a directional indicator, and wherein, during use, said directional indicator indicates the 
direction of said distal end of said cannula. 

73. The cardioplegia occluder of claim 36, further comprising a flange sleeve 
adapted to receive the cannula. 



74. The cardioplegia occluder of claim 73, wherein said flange sleeve further 
comprises a flange stop having a bottom surface and mounted on the flange sleeve, and 
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herein, during use, said bottom surface of said flange stop eontac^e 

75. The cardioplegia occluder of claim 36, wherein said cannula further 
comprises a radiopaque marker band. 

76 Tie cardioplegia occluder of elaim 36, wherein said cannula fata 
comprise* an aspiranon lumen which emends disndly h. *. F—- - - 
«L« and communicates widr said infusion port, and wheretn, 
^n port can alternately dehver catdioplegia sohrnon or aspime enrbohc denns and 
other unwanted material from the aorta. 

,7. A method for administering cardioplegia to the aorta during cardiac 

— ■* "Slrdally rigid cannula having a diaal region with an outer 
arface a dill end adnpKd to enter the * - 
^.egia so.urion, a cardioplegia lumen which erdends dista.1, " »"""- - 
.d JLL. and communicates w*h an infusion pon in said W reg.cn for del of 
Lioplegia sofuuon to ft. aorta, and an occfuder mounted on ft. dtsUd regron of fhe 
^fsaid occluder expandah.e h«ween a conned condition and an ^ 
condition wherein Ore occfuder, when connucKd, is closely associated wrih the cm. 
Z£ of the cannula, whi.e me ocduder expands upon acdvarion fo socially ocetode 
the aorta downstream of the infusion port; 

making an incision in the aorta; 

inserting the distal end of the cannula through the incision in the aorta; 
expanding the occluder to occlude the aorta; and 

infusing cardioplegia solution through the infusion port to arrest the heart, 
wherein the occluder isolates the ascending aorta from peripheral 
circulation without substantial migration within the ascending aorta. 

78 The method of claim 77, wherein said cardioplegia occluder carries a 
cutting blade, and wherein the step of making an incision in the aorta is performed by the 
cutting blade. 

j 79 The method of claim 77, wherein the cardioplegia occluder father 

comprises' an aspiration lumen which extends totally from the proximal end and 
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terminates and communicates with the infusion port, and wherein the method further 
comprises the step of: 

aspirating cardioplegia fluid and embolic debris from the aorta by applying 
negative pressure to the aspiration lumen. 
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AMENDED CLAIMS 
[received by the International Bureau on 22 April 1999 (22.04.99); 
original claims 1-79 replaced by amended claims 1-81 (1 1 pages)] 

! Acarciioplegiaoccluderfordeliveringcardioplegiasoto 
enttadaptedtoe^^ 

adapted to receive cardioplegia solutton, satd proxunal end ha ^ end a cardioplegia 

regi o» of the cannuU and expandable between a contracted condinon and an expand* * 

infW0D ^ 1* durrng use, said occhtde, isoU.es ft. ascending aorta from <he P«*— 
vasculature without substantial migration of to occluder within tha ascendtng aott, 

2 Thecrfoptegtaoacluteofctata ..wharatothaiongimdinalcantaraxisoffha 
proxj' and is a, an angle of approximately 90" taUnva to fce ■ongin.dina. cantor axts of*, 
distal end. 

3. The cardioplegia occluder of claim 1, wherein said occluder is an inflatable 
balloon having an outer surface surrounding a chamber. 

4. The cardioplegia occluder of claim 4, wherein said occluder is an inflatable 
balloon having an outer surface surrounding a chamber. 

5. The cardioplegia occluder of claim 3, wherein said balloon covers a portion of 
said distal region of the cannula. 

6. Tha cardioplegia occluder of claim 1 , wherein said occluder is mounted distal to 
the infusion port. 
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7. The cardioplegia occluder of claim 3, wherein said cannula further comprises a 
lumen which extends distally from said proximal end of the cannula and terminates and 
communicates with an inflation port inside the chamber of said balloon. 

8. The cardioplegia occluder of claim 1, wherein said distal region of said cannula is 
tapered. 

9. The cardioplegia occluder of claim 1, wherein said occluder after expansion 
assumes a generally spherical shape. 

10. The cardioplegia occluder of claim 1, wherein said occluder after expansion 
assumes a generally conical shape. 

11. The cardioplegia occluder of claim 1, wherein said occluder after expansion 
assumes a generally elliptical shape. 

12. The cardioplegia occluder of claim 1, wherein said occluder is circumferentially 
disposed about the distal region of the cannula so that the cannula runs approximately through 
said longitudinal center axis of the occluder. 

13. The cardioplegia occluder of claim 1, wherein said occluder is circumferentially 
disposed about the distal region of the cannula so that the cannula runs through a region 
displaced laterally from said longitudinal center axis of the occluder. 

14. The cardioplegia occluder of claim 1, further comprising a cannula open at said 
distal end, said distal end having a lumen, and said occluder, when contracted, is located inside 
the lumen in the distal end of the cannula, and wherein, during use, said occluder expands out the 
distal end of the cannula to substantially occlude the aorta downstream of the infusion port. 

15. The cardioplegia occluder of claim 3, wherein said balloon occluder has a first 
region of first expansion capacity and a second region of second expansion capacity, the first 
expansion capacity being less than the second expansion capacity, and wherein, during use, said 
second region expands preferentially and to a greater extent than said first region. 
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16 The cardioplegia occluder of clam, 15, wherein said firs, region of said balloon 
, T fTSble material of first thickness and said second region » made of sari 

,7 The cardioplegia occluder of claim 15, wherein said first region of said balloon 
occta de. is madTofTmaLa, of firs, mCnlus and said second region is made of a matenal of 
second modulus, the first modulus being greater man me aecond modulus. 

, 8 The cardioplegia occluder of claim 3, wherein said balloon occluder is made of an 
e,a*ic material baljn Lluder furiher comprismg a protective material covenng the outer 
surface of said balloon occluder. 

,9. The cardioplegiaocclude, of claim 7, wherein said occluder is a foa.n-fi.led, self- 
expanding balloon. 

20 The cardioplegia occluder of claim 3, wherein said occluder ftmher comprises 

an annular-shaped bafioon having an inner circumference and an outer surface, 

"* a flexible, fluid-impermeable membrane bonded to the outer surface of me 

2,. The cardioplegia occluder of claim 1, wherein said cannula farther comprises an 
occluder aligner. 

22. The cardioplegia occluder of claim 21, wherein said occluder aligner compnses: 
a longitudinally deformable region; and 

an end sleeve which slides relative to me distal end of the cannula and > coupled 
to the lonaitudinally deformable region and to the occluder, 

^ wherein, during use, the occluder expands and the end sleeve m oves proxunally, 
thereby compressing the longitudinally deformable region. 

23 . The cardioplegia occluder of claim 22, wherein said longitudinally deformable 
region is a spring. 
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24. The cardioplegia occluder of claim 22, wherein said longitudinally deformable 
region is a flexible tube. 

25. The cardioplegia occluder of claim 21 , wherein said occluder aligner comprises: 

a steering wire carried by the cannula, displaced from the longitudinal center axis 
of the cannula and attached at a first end in the distal region of the cannula, and 

wherein, during use, said steering wire is manipulated to move the distal end of 

the cannula. 

26. The cardioplegia occluder of claim 25, wherein said occluder aligner further 
comprises: 

a steering sleeve slidably mounted on the cannula and coupled to said steering 

wire, and 

wherein, during use, said steering sleeve is manipulated to move the distal end of 

the cannula. 

27. The cardioplegia occluder of claim 1, further comprising a flange associated with 
the cannula. 

28. The cardioplegia occluder of claim 27, wherein said flange is mounted on the 
cannula, and wherein, during use, as the distal end of the cannula is inserted into the aorta, the 
flange contacts the surface of the aorta and prevents insertion of the cannula beyond a 
predetermined depth. 

29. The cardioplegia occluder of claim 27, wherein said flange slidably receives the 
cannula. 

30. The cardioplegia occluder of claim 27, wherein said flange further includes a 
directional indicator, and wherein, during use, said directional indicator indicates the direction of 
said distal end of said cannula. 

3 1 . The cardioplegia occluder of claim 1 , further comprising a flange sleeve adapted 
to receive the cannula. 
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, , <• i ™7i wherein said flange sleeve has a sharpened 
32. The cardioplegia occluder of claim 31, wherein saia 

distal end adapted to cut through the wall of the aorta. 

33 The cardioplegia occluder of claim 31, wherein said flange s*eve farther 

34. The cardiop,egia occluder of Cain, 1. wherein said cann«.a fhnhe, copses a 
radiopaque marker band. 

, ^ f ,0*;™ 1 wherein said cannula further comprises an 
7* The cardiooleg a occluder of claim 1, wnerein *<uu 

—ioa.es wi* said infusion po„, - — ".a-eHa, from .he 

deliver cardioplegia solution or aspirate embolic debris ana 



aorta. 



36 A card,op,egia ocOuder for dehvering cardioplegia .0 ,he aorn during 
JZTLa, region wi* - outer surface, a end adapted . 
_ to « a,d d,a, end havhtg a ion^ce^ ^^--^ 
receive oardiopiegia solution. sa,d proxttna, ^ ^ _ 

ta * ,Si0 " ^ Tlting blade adapted ,o cut through the waU of dte aorta, and 

US dunng use, said ocCuder isoiares .he ascendtng aorta from the penphcra, 

vasculature. 
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37. The cardioplegia occluder of claim 36, wherein said cutting blade further includes 
a blade guard. 

38. The cardioplegia occluder of claim 37, wherein said blade guard slidably receives 
the cutting blade and moves when pressed against the aorta to allow the blade to cut through the 
wall of the aorta and then repositions to prevent the blade from cutting. 

39. The cardioplegia occluder of claim 36, wherein said blade guard is a retractable 
obturator which is slidably received through said cutting blade and moves when pressed against 
the aorta to allow the blade to cut through the wall of the aorta and then repositions to prevent 
the blade from cutting. 

40. The cardioplegia occluder of claim 36, wherein said cutting blade is mounted on 
the distal end of said cannula. 

41 . The cardioplegia occluder of claim 36, wherein said cannula further comprises: 

a cutting blade lumen which opens at the distal end of the cannula and is adapted 
to receive said cutting blade. 

42. The cardioplegia occluder of claim 41, wherein said cutting blade lumen extends 
distally from the proximal end of the cannula. 

43. The cardioplegia occluder of claim 41, wherein said cutting blade lumen enters 
the cannula at an angle. 

44. The cardioplegia occluder of claim 37, wherein said blade guard further 
comprises a spring coupled to the blade guard. 

45. The cardioplegia occluder of claim 36, wherein the distal end is curved relative to 
the longitudinal center axis of the proximal end. 

46. The cardioplegia occluder of claim 45, wherein the longitudinal center axis of the 
proximal end is at an angle of approximately 90° relative to the longitudinal center axis of the 
distal end. 
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47 The cardioplegia occluder of Cairn 36, wherein said occluder is an ^ 
balloon having an onler snrface surrounding a chamber. 

* The cardioplegia ocOuder of claim 45, wherein said occluder is an inflatable 
balloon having an outer surface surrounding a chamber. 

49 . The cardioplegia occluder o, claim 47, wherein said bal.oon covers a portion of 
said curved distal region of the cannula. 

50. Thccardtoplegiaoccluderof claim 36, wherein said occluder is mounted distaHo 
the infusion port. 

, e io;™ Aft wherein said cannula further comprises a 
„. The ca,d,o P .egia occluder of clam, « -* ^ - 

toen which extends distal* ftom satd proxtmal end ol fte — 

communicates with an inflation pot inside the chamber of satd balloon. 

52. The cardioplegia occluder of claim 36, wherein said drstal region of said 
substantially rigid cannula is tapered. 

53. The cardioplegia occhtder of claim 36, whereir, said occluder after expanston 
assumes a generally spherical shape. 

i a n r riaim 36 wherein said occluder after expansion 

54. The cardioplegia occluder of claim 36, wnereui 

assumes a generally conical shape. 

, , f .icim 36 wherein said occluder after expansion 

55. The cardioplegia occluder of claim 36, wherein sai 

assumes a generally elliptical shape. 

56 The cardioplegia occluder of claim 36, wherein said occluder is circumferentially 
^J*oZ «^ of the cannula so that the cannula runs approximately through 
said longitudinal center axis of the occluder. 
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57. The cardioplegia occluder of claim 36, wherein said occluder is circumferentially 
disposed about the distal region of the cannula so that the cannula runs through a region 
displaced laterally from said longitudinal center axis of the occluder. 

58. The cardioplegia occluder of claim 46, wherein said balloon occluder has a first 
region of first expansion capacity and a second region of second expansion capacity, the first 
expansion capacity being less than the second expansion capacity, and wherein, during use, said 
second region expands preferentially and to a greater extent than said first region. 

59. The cardioplegia occluder of claim 57, wherein said first region of said balloon 
occluder is made of a flexible material of first thickness and said second region is made of said 
flexible material of second thickness, the first thickness being greater than the second thickness. 

60. The cardioplegia occluder of claim 57, wherein said first region of said balloon 
occluder is made of a material of first modulus and said second region is made of a material of 
second modulus, the first modulus being greater than the second modulus. 

61. The cardioplegia occluder of claim 46, wherein said balloon occluder is made of 
an elastic material, the balloon occluder further comprising a protective material covering the 
outer surface of said balloon occluder. 

62. The cardioplegia occluder of claim 36, wherein said occluder is a foam-filled, 
self-expanding balloon. 

63. The cardioplegia occluder of claim 36, wherein said occluder further comprises: 
an annular-shaped balloon having an inner circumference and an outer surface; 

and 

a flexible, fluid-impermeable membrane bonded to the outer surface of the 
balloon and covering the area circumscribed by the inner circumference of the annular balloon. 

64. The cardioplegia occluder of claim 36, wherein said cannula further comprises an 
occluder aligner. 

65. The cardioplegia occluder of claim 63, wherein said occluder aligner comprises: 
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toby compressing the longitudinally deferrable region. 

* The collegia occlude, of data, 64, wherein said longhudinaily defonnable 
region is a spring. 

67 . The camioplegia oeelnde, of cfaim 64. wherein said longirudtaally defomrable 
region is a flexible tube. 

I2SS=S=?- — - 

the cannula. 

69 . The eardiopiegia occlude, of claim 67, wheein said oeeinder ahgner hmher 
^ . sleering sleeve slidably mourned on the cannnia and coupled ,o said steering 
^ ^ wherein, during use, said sreering sleeve is manipuiated ,0 move Ore dista, end of 
the cannula. 

70 . The cardioplegia occlude, of claim 36, forte comprising a flange associated 
with the cannula. 

predetermined depth. 

72 . The cardioplegia oeelnde, of claim 69, wherein said flange is slidably receives me 
cannula. 
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73. The cardioplegia occluder of claim 69, wherein said flange further includes a 
directional indicator, and wherein, during use, said directional indicator indicates the direction of 
said distal end of said cannula. 

74. The cardioplegia occluder of claim 36, further comprising a flange sleeve adapted 
to receive the cannula. 

75. The cardioplegia occluder of claim 73, wherein said flange sleeve further 
comprises a flange stop having a bottom surface and mounted on the flange sleeve, and 

wherein, during use, said bottom surface of said flange stop contacts the outer 
surface of the aorta preventing further movement of said flange sleeve into the aorta. 

76. The cardioplegia occluder of claim 36, wherein said cannula further comprises a 
radiopaque marker band. 

77. The cardioplegia occluder of claim 36, wherein said cannula further comprises an 
aspiration lumen which extends distally from the proximal end and terminates and communicates 
with said infusion port, and wherein, during use, said infusion port can alternately deliver 
cardioplegia solution or aspirate embolic debris and other unwanted material from the aorta. 

78. A method for administering cardioplegia to the aorta during cardiac surgery, 
comprising the steps of: 

providing a substantially rigid cannula having a distal region with an outer 
surface, a distal end adapted to enter the aorta, said distal end having a longitudinal center axis, a 
proximal end adapted to receive cardioplegia solution, said proximal end having a longitudinal 
center axis, the distal end being curved relative to the longitudinal center axis of the proximal 
end, a cardioplegia lumen which extends distally from said proximal end and terminates and 
communicates with an infusion port in said distal region for delivery of cardioplegia solution to 
the aorta, and an occluder having a longitudinal center axis, said occluder mounted on the distal 
region of the cannula and expandable between a contracted condition and an expanded condition, 
wherein the occluder, when contracted, is closely associated with the outer surface of the 
cannula, and when expanded upon activation, substantially occludes the aorta downstream of the 
infusion port; 

making an incision in the aorta; 
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the distal end of ft. cannula tough the mcision ta the aorta; 
expanding the oeclnder to occlude the aorta; and 
ingLiople^luuontou^ 
wherein the occluder isolates the ascendtng aorta from penpne 
without substantial migration within the ascending aorta. 

„ The method of claim 78, wherein said cardioplegia occluder , **» 
^e.Iwhl.U.cstepofma^ganmciaionmme^iap^nnedbym.cufrmgMad, 

go. r»^*~*.^~7ttZZZZZZZ 

lumen which extends diaally from me proxtm* end »d »- - 

negative pressure to the aspiration lumen. 

81 ThememodofclaimTS.whereinmelongimdma.ceP.eraxisofuteproxim^d 

' , „ fomrnv ; ma telv 90° relative to the longitudinal 

of the substantially rigid cannula is at an angle of approximately 

center axis of the distal end thereof. 
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STATEMENT UNDER ARTICLE 19 

Statement Regarding Claims 1-35 

The International Search Report cites Weikl et ah, U.S. Patent No. 4,610,662, 
as allegedly rendering claims 1-5, 7-9, 12 and 14 unpatentable for lack of novelty. Claim 1 is 

replaced by amended claim 1. Amended claim 1 recites a rigid cannula having a distal end 
with a longitudinal center axis and a proximal end with a longitudinal center axis, "the distal 
end being curved relative to the longitudinal center axis of the proximal end." Weikl 
discloses a straight catheter with no curves in it, and nowhere in Weikl is a curved cannula or 
catheter disclosed. 

Furthermore, there is no motivation or suggestion in Weikl to make the 
catheter disclosed therein curved. In fact, Weikl teaches away from a curved catheter. First, 
it would be difficult, if not impossible, to fit a curved treatment catheter 1, through the 
guidance catheter 2, which has an only slightly larger diameter than the treatment catheter 1 . 
Second, a curved catheter thread into a vessel, such as a blood vessel, may rupture the wall of 
the vessel and, is therefore, detrimental to the Weikl invention. Finally, Weikl further 
discloses that the balloon 5, can be slidably mounted on the treatment catheter 1 by being 
mounted on a sliding member 14 (Col. 4, lines 9-26), which as shown in Fig. 3 is a straight 
tube-like device. It would be impossible for the sliding member 14 to slide along the shaft of 
the treatment catheter 1 if the treatment catheter 1 was curved. 

Thus, it is clear, that a curve in the catheter disclosed in Weikl is not beneficial 
and, is most likely detrimental to the invention disclosed therein. Thus, Applicant 
respectfully submits that claim 1 is patentably distinct from the invention disclosed in Weikl. 
Claims 2-35 depend from claim 1 and are therefore also patentably distinct from Weikl for at 
least those reasons articulated with respect to claim 1. 

Statement Regarding Claims 36-77 

The International Search Report also cites Weikl as allegedly rendering claims 
36-76 obvious. Claims 36 and 45 have been replaced by amended claims bearing the same 
numbers, and claim 46 has been added. Thus, original claims 36-76 are replaced by new 
claims 36-77. 

Claim 36 recites a "cutting blade adapted to cut through the wall of the aorta". 
Weikl neither teaches nor suggests a cutting blade of any sort mounted on or used in 
conjunction with the catheters disclosed therein. Weikl teaches that its treatment catheter 1 is 
introduced into a vessel through a guidance catheter 2 (See Fig. 1). Thus, it would not have 
been obvious to mount a cutting blade on the treatment catheter 1 because the treatment 
catheter 1 is introduced into a vessel through a guidance catheter, and therefore, does not 
need to cut through a vessel wall Furthermore, Weikl teaches away from using cutting 
blades because a blade mounted on the treatment catheter 1 could rupture and damage the 
vessel that it is intended to treat. Weikl also teaches away from the use of blades to treat a 
vessel because it uses a solution to dissolve the tissue forming a constriction rather than 
cutting the tissue away. 

Thus, it is clear that a blade would not benefit the treatment catheter 1 , 
disclosed in Weikl, and there is no motivation or suggestion to combine the catheter of Weikl 
with a cutting blade. Therefore, Applicant respectfully submits that claim 36 is patentably 
distinct from the invention disclosed in Weikl. Claims 37-77 depend from claim 36 and are 
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tatante _** w «*> fe " leaa * 0SC """" art!C,,la,ei "* 

respect to claim 36. 

Qtatpment P "p="-rfinp Claims 78-8Q 

Tte baanrfontd Sear* ■*«. * J^*S5Kj55SS by 
method claims 77-79 obvious. Applicant has amended claims 77-79 and they ep 
amended claims 78-80, and claim 81 has been added. 

so.tmo.marms.^W^ 

removing constneting material from Woc «*^* ' estion m Weikl to infuse 

Son wodd be of no benefit in dissolving vessel constricting material. 

Furthermore, amended claim 78, which replaces original claim 
fcestepofprov^ 

center axis and a proximal end with a longitudinal center ^ ,s » j a s ^gh t 

relative to the longitudinal center -» * ^ F™£* ^ J ^"theter oTa 
catheter with no curves in it, and nowhere m Weikl is a curvea cann 
method of using such disclosed. 

Therefore, Applicant respectfully submits that amended claim ^JfP^ntably 

distinct from Weikl for at least those reasons articulated with respect claim 
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